
・［FEATURES］
１． Vertical vibration aligning machine with swing mechanism.

２． Front-rear swinging makes workpieces move so smoothly.

３． Programing by touch panel can select the best operation pattern

which is suitable for aligning the required parts.

４． Aligning program can be reserved up to 40 kinds.

Preserved data can be easily brought back ,

then the plural number of alignment can be easily done.

・［BASIC SPECIFICATION］

＊1：MANUALLY VARIABLE

＊2：SELECT EITHER 100V OR 200V WHICHEVER NEEDED

・［ALIGNMENT PARTS EXAMPLE］

 460～530

 TOUCH PANEL , PUSH SWITCH

 100 or 200　　　＊2

 50/60

 MAX　300

 MAX　3.4

 PLC , INVERTER

 AIR CYLINDER

SHAKER MACHINE for parts Alignment/Assembly

 60

 LOADABLE PALLET Q'TY

 MAX PALLET SIZE (mm)

 MAX PALLET WEIGHT (kg)

 SWING MECHANISM

 VERTICAL ELLIPTIC MOTION

 0.3～1.2　　　＊1

 1

 400(W)×400(D)

 10

 100

 VIBRATION TYPE

 AMPLITUDE(mm)

 (FORE & BACK)

 TILTING ANGLE ( °)　

 VOLTAGE RATED (VAC)

 FREQUENCY RATED (Hz)

 POWER CONSUMPTION (VA)

 CONTROLLER

 AIR SUPPLY PRESSURE (KPa)

 OPERATION (OPR)

 VIBRATION SOURCE

 MAIN UNIT WEIGHT (kg)

 SUPPORT TABLE WEIGHT (kg)

 AC MOTOR



・［OUTER DIMENSIONAL DRAWING］　UNIT(mm)

・［EACH PART ＮＡＭＥ］

NO.
①
②
③
④
⑤
⑥
⑦
⑧
⑨
⑩
⑪
⑫
⑬
⑭
⑮
⑯

NO.
⑰
⑱
⑲

 CASTER
 LEVEL ADJUSTER

 CIRCUIT PROTECTOR
 CONNECTOR 1
 REGULATOR
 PIPING PORT

 POWER SWITCH
 START SWITCH
 ＳＴＯＰ SWITCH

 FIXING PLATE

 LEVEL ADJUSTER
 CONNECTOR 3
 CONNECTOR 2

 PRESSURE SENSOR
 CLAMP CYLINDER

NAME

NAME

 TOUCH PANEL
 SIGNAL TOWER
 KNOB
 STAND

 （SUPPORT TABLE）

 （MAIN UNIT）

 （MAIN UNIT）  （SUPPORT TABLE）
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